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General Information 

This update can exclusively be used for the PSS®SINCAL Platform 12.5. It can't be used with other 

product versions! 

Procedure for Installation with Update Wizard 

 Close all running PSS SINCAL Platform applications 

 Decompress the Zip archive 

 Starting the Update Wizard. It automatically detects the existing PSS SINCAL Platform 

installation and updates all components. 

Procedure for Manual Installation with Update Files 

Attention: Administrator rights are necessary to supply the update! 

 Close all running PSS SINCAL Platform applications 

 Decompress the Zip archive 

 Copy the directories/files into PSS SINCAL Platform installation directory 

 Start the program PSS Tool and then press the button "Register" in the tab "Administration"  

If you have further questions, please contact the PSS SINCAL Support (phone +43 699 12364435,  

e-mail sincal@simtec.cc). 

Additions/Corrections Update 1 (May 29, 2016) 

This update contains the following error corrections and additions. 

PSS SINCAL User Interface 

 Catalogue 

Fixed a bug when pasting items from catalogues which were created with an old version of the 

product (< 11.x). 

PSS SINCAL Electrical Networks 

 Verify connection conditions 

Fixed of a problem in calculation of the allowable voltage change. The voltage profile diagrams 

were not correct. 

 Load flow 

Improvements in the continuous tap positon adjustment algorithms. 

Newton Raphson: calculation with different main voltages, if there is no convergence. 

 CIM import 

Improved processing of dynamic models. 

 Calculation automation 

Fixed of problem with ChangeVariant() function in conjunction with virtual database. Results 

from virtual database have been stored using SaveDB() always with VariantID = 1 in physical 

database 
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 Protection coordination 

Fixed of a bug in reset load flow data. 

Fixed of display bug at tripping areas in the R/X graph. 

Fixed of problem when creating protection routes as well as limit on 250 routes per protection 

device. 

 

PSS NETOMAC 

 Graphical model editor 

At some blocks user inputs were overwritten with default values after loading the model. This 

error has been corrected. 

 XMAC models 

Improved sorting in feedbacks. 

Improved integration of Simulink blocks. 

 Models 

Fixed an error when processing predefined variables like #SIMMODE, #APPUSR, #SN, … 

 VectorFit line models. 

Improved connection of PSCAD data. Too large eigenvalues are now filtered dynamically to 

prevent a divergence in the dynamics simulation. 


