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General 

This update can exclusively be used for PSS
®
SINCAL 8.0. It can't be used with other PSS SINCAL 

versions! 

Attention: Administrator rights are necessary to supply the update! 

Proceeding for Installation 

 Close all running PSS SINCAL applications 

 Decompress the Zip archive 

 Copy the directories/files into PSS SINCAL installation directory 

 Start the program PSS SINCAL Tool and then press the button "Register" in the tab 

"Administration"  

If you have further questions, please contact the PSS SINCAL Hotline (fon +43 699 12364435,  

e-mail sincal@simtec.cc). 

Additions/Corrections Update 4 (April 16, 2012) 

This update contains all the additions of the previous update and on top of that the following error 

corrections and additions. 

User Interface 

 Feeder 

Correction of an error when selecting the longest route of the feeder in the graphics editor. 

 Routes 

Fixed of bug when copying routes. 

 

Electrical Networks 

 Compensation power and capacitor placement 

Fixed of a bug in the results dialog box. All currency fields were always output in Euros, 

independent of the calculation settings. 

 Contingency analysis 

Fixed of bug in determination of basic load of malfunctioned elements. 

Fixed of bug when logging limit violations in results. 

 Short circuit 

Correction of a bug in the 2-phase short circuit. 

New implementation for determination of the thermal equivalent current Ith according to 

standard IEC 60909 (recently only the simplified calculations were performed). 

 Auto transformers 

Improved modeling of D0 transformers. 
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 Harmonics 

Limiting of maximal impedances when lines with wave resistance equations are used and no 

zero sequence data is entered (for correct modeling we the correct zero sequence data should 

be entered). 

Fixed of bug when copying harmonics resonance networks. 

 

Additions/Corrections Update 3 (February 28, 2012) 

This update contains all the additions of the previous update and on top of that the following error 

corrections and additions. 

User Interface 

 Diagrams 

Restoration of last zoom factor when the diagram view is opened. 

 Background maps 

Fixed of bug when fitting. The positions for node elements were not determined correctly. 

 Catalogues 

Correction of a redraw error when inserting graphical elements from the catalogue. 

 Switch symbols  

Loading user-defined switch symbols is now also supported directly from the "_files" directory of 

the active network. 

 

Electrical Networks 

 Short circuit (1-phase and 2-phase) 

Correction of a bug in the network annotation for 1-phase and 2-phase short circuit results. The 

output of the impedance ratio Z0/Z1 (absolute, real and imaginary) was wrong. 

 Harmonics 

Correction of a bug in the THD calculation. 

By default, the THD results are displayed in the network diagram now. 

Correct display of THD value in the diagrams with user-defined harmonic distribution limits. 

 CIM import/export 

Improving import functions in the ENTSO-E profile for transformers. 

Improving the import function for transformer tap. 

 Optimal network structure 

Correction of an error at "Best savings" calculation method. 

Correction of an error at network generation (Greenfield reactance was not taken into account). 

 Dynamics 

Correction of an error when switching three winding transformers. 

 Measured values 

Extension of the inscription scope in network graphics. 
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Additions/Corrections Update 2 (January 25, 2012) 

This update contains all the additions of the previous update and on top of that the following error 

corrections and additions. 

User Interface 

 Standard databases 

Fixed a bug when saving the database path information. The paths were always saved 

absolutely (also if the "Relative path" option is enabled). 

 Diagrams 

Improved performance at opening the Diagram View in large PSS SINCAL files. 

Improved resource management for GDI rendering on Windows XP. 

 Bing background maps 

Fixed a bug for Map-Keys with special characters. Those Map-Keys were not accepted from 

PSS SINCAL. 

 

Electrical Networks 

 Short circuit 

Correction of an error at in the SC overview report for all SC methods. A problem in conjunction 

with variants was fixed. 

 Load flow 

Improved treatment of DC elements in bad converged networks. 

Correction in asymmetrical autotransformers (D0) at different controlling in three phases. 

 Protection device database 

Correction of an error during copying protection devices from the global database to the local 

database. Not all settings have been copied correctly. 

 Protection coordination 

Correction of an error in protection simulations according to standard IEC 61363-1/1998. The 

error message "E2654" was erroneously displayed if there were multiple generators in the 

network. 

Additions/Corrections Update 1 (December 16, 2011) 

This update contains the following error corrections and additions. 

User Interface 

 Supplementary object frame 

Correction of an error in the format dialog box. It was not possible to set the frame width. 
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Electrical Networks 

 Contingency analysis 

Correction of an error at "recalculating" a malfunction. The manual reconnections were not 

taken into account correctly. 

 Load development 

Correction of an error when a direct increase was assigned to a load and additionally it is 

located in a load polygon. Here, incorrectly both increases were taken into account. 

 Harmonics 

For harmonics current and voltage sources the new limit for the harmonic numbers is set to 0.1. 

Correction of a bug when a shunt reactor was defined with zero rated apparent power.  

Modified diagram representation of harmonic distribution limit. 

 Dynamics 

Correction of an error when switching ON/OFF elements with only one or two phases. 

 Load curve 

Correction of energy losses. 

 Short circuit 

Prevent vibrations in the calculation of the no load voltage. 

Correction of an error with neutral point switched transformers. 

 PSS®E export 

Advanced determination of node state during export. 

 Protection 

Improved reports for protection device settings. A problem in connection with variants was fixed. 

 

PDMS 

 Creating new devices 

Correction of an error at the dialog box. Some choice lists were not filled correctly. 


