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General 

This update can exclusively be used for PSS
®
SINCAL 9.0. It can't be used with other PSS SINCAL 

versions! 

Attention: Administrator rights are necessary to supply the update! 

Proceeding for Installation 

 Close all running PSS SINCAL applications 

 Decompress the Zip archive 

 Copy the directories/files into PSS SINCAL installation directory 

 Start the program PSS SINCAL Tool and then press the button "Register" in the tab 

"Administration"  

If you have further questions, please contact the PSS SINCAL Support (fon +43 699 12364435,  

e-mail sincal@simtec.cc). 

Additions/Corrections Update 5 (May 6, 2013) 

This update contains all the additions of the previous update and on top of that the following error 

corrections and additions.  

General 

 Master database 

Correction of an error when publishing changes simultaneously. 

Correction when getting a dataset for a label.  

 

Electrical Networks 

 Dynamics 

The initial value Y0 in formulars for converting signals is now also available in PSS SINCAL. 

 Protection coordination 

Correction of an error at protection route diagrams. 

Additions for protection devices at asymmetrical transformers. 

Improved implementation of undervoltage tripping. 

 Two Winding Transformer 

Correction at transformer control with control characteristics.  

 Variants 

Improved variant change. The currently selected result type is selected again after changing the 

variant. 
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Additions/Corrections Update 4 (March 29, 2013) 

This update contains all the additions of the previous update and on top of that the following error 

corrections and additions.  

General 

 Graphic substation element 

Fixed of a bug when copying graphic substation elements. Due to a program error these could 

neither be copied directly in the network nor from the catalog. 

 Variants 

Consideration of the active result filter when changing variants. 

 

Electrical Networks 

 Protection coordination 

Improved display of results data in It diagrams. Data for the ground tripping of OC devices now 

appear correctly without previous calculation. 

 Coupled multiple lines 

Fixed of a bug when connecting coupling data in association with variants. 

 Load profile and load development  

Improved asynchronous result storage for large networks. 

Additions/Corrections Update 3 (February 21, 2013) 

This update contains all the additions of the previous update and on top of that the following error 

corrections and additions.  

General 

 Master database 

Fixed of a bug when deleting network elements as an administrator in the master database.  

 SQL Server Express 

Correction for standard database: up to now they could not be used in conjunction with SQL 

Server Express. 

 

Electrical Networks 

 Economic efficiency 

Fixed of a bug when determining the total results for the network, substations and bays. 

 Reliability 

Fixed a bug in the calculation log file.  

Correction of a problem at load flow in island operation. 

Correction of an error in load relocation. 
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 Protection coordination 

Fixed of a bug at "Transfer trip" teleprotection. The tripping time of receiver protection device 

was always set incorrectly on the tripping time of the sender protection device. 

Correction of an error at protection devices, which monitor currents of neutral points. 

 Dynamics 

Fixed of bug in the initialization of the license checks. 

 CIMDIST import 

Improved import of phase information at lines. If the phase information in the line is not 

specified, it is now removed from the section. 

Correction of an error when importing unbalanced loads. 

Improved import of transformer neutral point data. 

Optimized selection of worksheet and scale when importing network graphics. 

 Unbalanced load flow 

Fixed of display bug at results of unbalanced lines in short circuit and multiple fault calculations. 

The elements were correctly considered in the calculations, but the reported results at multiple 

line terminals were wrong. 

Additions/Corrections Update 2 (January 18, 2013) 

This update contains all the additions of the previous update and on top of that the following error 

corrections and additions.  

General 

 Master database 

Fixed of a bug when many modifications were transferred from the client database to the master 

database.  

 SQL Server 

Improved performance at the insert of large amounts of data. 

 

User Interface 

 Set data 

Correction of an error when setting secondary keys. 

 

Electrical Networks 

 Smart load flow 

Correction of a bug when binding the result data. 

Correction of an error at result diagrams. 

 DGS import 

Fixed of a bug when importing line data (r and x were not imported). 

 UCTE import 

Better Messages and fixed minor bugs when setting frequency for network levels. 

 Protection coordination 

Enhanced info messages for those protection devices that trip. 
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 Multiple faults 

Correction of an error in connection with couplings in zero-phase sequence system. 

 Importing V3.52 networks 

Correction of an error when importing current and voltage transformers. 

 Standard types 

Correction of a faulty resistance value at cable type N2XY 185mm² 4x1x(bunched). 

 Protection devices 

Remove of connection to current and voltage transformers, if they are deleted. 

 Dynamics 

Fixed of a bug when activating the Comtrade output in the dynamic simulation. 

 Dynamic network reduction 

Correction in modeling equivalent lines. 

Correction of an error when determining the boundary lines. 

Additions/Corrections Update 1 (December 3, 2012) 

This update contains the following error corrections and additions.  

General 

 SQL Server and SQL Server Express 

To avoid complications with language settings, new PSS SINCAL networks in these database 

systems are always created with the "English(US), Case Insensitive" setting. 

 

User Interface 

 Workspace 

Correction of a serious error in the import and export of workspaces that contain report settings. 

 Dialog box for characteristics input  

Correction of an error when opening the pop-up menu in the dialog box. If the pop-up menu was 

opened without selection in the title bar, a serious program error has occurred. 

 Copying network elements 

Improved function, when network elements are copied that contain a reference to a node, which 

does not exist in the amount of copied elements. 

 Protection documentation 

Correction of an error in the dialog box for interactive editing of protection documentation. No 

new characteristics could be added to the diagram. 

 Dialog boxes for characteristics input  

Correction of an error in harmonics distribution limits input. The display of the characteristic 

curve in the diagram was incorrect. 

 

Electrical Networks 

 Simulation automation 

Correction of an error when accessing the ThreeWindingTransformer object in the simulation 
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automation. 

Correct resetting of network element state (e.g. limit violations) at multiple simulations. 

 Protection coordination 

Correction at calculation of the fault clearing time. 

 Dynamic network reduction 

The user-defined signals are now ignored in the reducing reduction. So far, these had to be 

removed manually before reduction. 

 Load profile calculations 

Correction of an error when generating diagrams for lines of "Connection" type. 

Correction of an error in the diagram data output. In certain cases, a data point with the date 

12/31/1900 was generated, which has led to a completely wrong display in results diagrams. 

Correction of an error in the new dialog box for customizing results diagrams – load profiles of 

the "power" type were not displayed. 

 Load development 

Better auto scaling in results diagrams. 


